Removal of Stock Exhaust:
1. Remove the springs securing the muffler inlet to the exhaust pipe. Do not discard the
springs.
2. Remove the springs attached to the support bracket on the bottom of the muffler. Do
not discard the springs.
3. Remove the muffler (and heat shield) by sliding the hangers out of the rubber
isolators.

Installation of MBRP Powersports Exhaust:
1. Remove the two nuts on the downward-facing surface of the rear frame (above the
rear brace plate) and install the Spring Bracket over the stock bolts, and then re-install
the nuts. Refer to Figure 1.
Figure 1

2. Slide the ends of the Muffler support rod into the rubber isolators on the vehicle,
starting with the left-hand side isolator then the right-hand side.
3. Position the Muffler Assembly such that the muffler inlet pipe is aligned with the
exhaust pipe.
*If necessary, the position of the muffler support brackets can be adjusted by removing
the logo plate (be careful not to lose the 6mm lock washers behind the plate) and
loosening the two (2) 8mm bolts holding the brackets together.
4. Secure the Muffler inlet using the springs previously removed.
5. Finally, re-install the two springs at the bottom of the muffler assembly onto the
Spring Bracket installed in Step 1.
It is recommended that the muffler screws be retightened after the first ride and
checked periodically thereafter, tightening if necessary.

Congratulations! You are ready to begin experiencing the improved performance and
driving excitement of your MBRP Powersports ATV Exhaust upgrade. We know you will
enjoy your purchase.
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Spark Arrestor Maintenance
In order to maintain optimal performance, the spark arrestor
screen should be cleaned after every 30-35 hours of use.
Figure 1

Clean-out Instructions:
Make sure the vehicle is cool before completing the clean-out procedure.
1. Using a 4mm hex key, remove the 4 screws securing the outlet cap or tip.
(Figure 1)

Figure 2

2. Remove the outlet cap to expose the spark arrestor screen insert.
(Figure 2)
3. Remove the screen insert. (Figure 3)
4. Using a wire brush, thoroughly brush the screen to remove residue.
(Figure 4)
5. Replace the screen and cap.
6. Tighten the screws to 60 in-lbs (6.8 Nm).

Figure 3

Figure 4
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